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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD031305 3.3 2.8 ï 3.6 0.039 16000 0.16 1.98 15.7 
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* 13x14x05 mm 

Frame : Plastic  

Impeller : Plastic Material UL9 4V-0 

Operation  Temperature Range : -10ʕ ~ +60ʕ 

Storage Temperature Range:  -20ʕ ~ +70ʕ 

Bearing:  Sleeve bearing  

Motor Structure : DC Brushless Motor  

Package : 1.17g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD021504 2.4 2.4 ï 3.3 0.011 7500 0.12 0.69 14.6 
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* 15x14x04 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Operation  Temperature Range : -10ʕ ~ +60ʕ 

Storage Temperature Range:  -20ʕ ~ +70ʕ 

Bearing : Sleeve bearing  

Motor Structure : DC Brushless Motor  

Package : 1.27g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD031708 3.3 2.8 ï 3.6 0.05 11000 0.72 2.63 16.5 

CD051708 5 4.5 ï 5.5 0.07 16000 1.03 5.26 26.8 
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* 17x13x08 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Operation  Temperature Range : -10ʕ ~ +60ʕ 

Storage Temperature Range:  -20ʕ ~ +70ʕ 

Bearing : Sleeve bearing  

Motor Structure : DC Brushless Motor  

Package : 2.06g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD031804 3.3 2.8 ï 3.6 0.041 9000 0.41 1.57 15.9 

CD051804 5 4.5 ï 5.5 0.058 13000 0.58 3.34 24.9 
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* 18x18x04 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Operation  Temperature Range : -10ʕ ~ +60ʕ 

Storage Temperature Range:  -20ʕ ~ +70ʕ 

Bearing : Sleeve bearing  

Motor Structure : DC Brushless Motor  

Package : 1.63 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD052006LF 5 4.5 ï 5.5 0.02 7000 0.35 0.03 10 

CD052006MF 5 4.5 ï 5.5 0.05 10000 0.71 0.07 16 

CD052006HF 5 4.5 ï 5.5 0.10 13000 1.06 0.13 16 
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* 20x20x06 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing : FMB 

Motor Structure : DC Brushless Motor  

Package : 4g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD052510JB 5 4.5 ï 5.5 0.05 4000 0.52 0.03 10 

CD052510LB 5 4.5 ï 5.5 0.08 7000  1.32 0.07 20 

CD052510MB 5 4.5 ï 5.5 0.13 10000 1.85 0.17 24 

CD052510HB 5 4.5 ï 5.5 0.22 13000 2.41 0.29 28 

CD122510LB 12 7.0 ï 13.2 0.07 7000 1.32 0.07 20 

CD122510MB 12 7.0 ï 13.2 0.08 10000 1.85 0.17 24 

CD122510HB 12 7.0 ï 13.2 0.12 13000 2.41 0.29 28 

CD242510HB 24 14.0 ï 26.4 0.07 13000 2.41 0.29 28 
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* 25x25x10 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing : FMB/ball  

Motor Structure : DC Brushless Motor  

Package : 8g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD033008 3.3 2.8 ï 3.6 0.037 4200 1.79 1.02 15.9 

CD053008 5 4.5 ï 5.5 0.053 6200 2.72 2.07 24.3 
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* 30x08 mm 

Motor : DC single phase brushless motor  

Meterial: Plastic (94V-0) 

Operation  Temperature : -10ʕ ~ +60ʕ 

Storage Temperature: -20ʕ ~ +70ʕ 

Weight : 3.82 g / PC  

Drawing:  Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD053010LB 5 4.5 ï 5.5 0.09 6000 2.99 0.09 17 

CD053010MB 5 4.5 ï 5.5 0.12 7500  3.73 0.14 24 

CD053010HB 5 4.5 ï 5.5 0.24 9000 4.48 0.21 29 

CD053010XB 5 4.5 ï 5.5 0.27 11000 5.56 0.24 31 

CD123010LB 12 7.0 ï 13.2 0.03 6000 2.99 0.09 17 

CD123010MB 12 7.0 ï 13.2 0.05 75000 3.73 0.14 24 

CD123010HB 12 7.0 ï 13.2 0.07 9000 4.48 0.21 29 

CD123010HB 12 7.0 ï 13.2 0.09 11000 5.65 0.24 31 
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* 30x30x10 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing : FMB/ball  

Motor Structure : DC Brushless Motor  

Package : 10 g / PC  

Dimension (units:mm) Characteristic Curves 
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* 30x30x15 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 P.B.T 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing : Sleeve or Ball  

Motor Structure : DC Brushless Motor  

Termination : Lead wire 150ǰ 5mm  

Packa ge : 13g / PC  

Dimension (units:mm) Characteristic Curves 

Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Power 

(W) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD053015LBL 5 4~5.5 0.06 0.3 7000 3.8 0.11 <17 

CD053015MBL 5 4~5.5 0.085 0.42 8000 4.4 0.15 20.5 

CD053015HBL 5 4~5.5 0.11 0.55 9000 4.9 0.17 25 

CD053015XBL 5 4~5.5 0.2 1 11000 5.7 0.25 30 

CD123015LBL 12 7~13.2 0.03 0.36 7000 3.8 0.11 <17 

CD123015MBL 12 7~13.2 0.04 0.48 8000 4.4 0.15 20.5 

CD123015HBL 12 7~13.2 0.045 0.54 9000 4.9 0.17 25 

CD123015XBL 12 7~13.2 0.09 1.08 11500 6.1 0.28 30 
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* 36x36x28 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 P.B.T 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing : Sleeve or Ball  

Motor Structure : DC Brushless Motor  

Termination : Lead wire 300ǰ 10mm  

Package : 46.5g / PC  

Dimension (units:mm) Characteristic Curves 

Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Power 

(W) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD123628MBL 12 7~13.2 0.5 6 17000 18.74 1.44 56 

CD123628HBL 12 7~13.2 0.65 7.8 19000 21.05 1.83 59.5 

CD123628UBL 12 7~13.2 0.85 10.2 21000 23.22 2.19 61 

CD123628VBL 12 7~13.2 1 12 23000 24.99 2.56 63 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD123820LB 12 7.0 ï 13.2 0.10 6700 6.3 0.22 36 

CD123820MB 12 7.0 ï 13.2 0.12 8000 7.4 0.34 40 

CD123820HB 12 7.0 ï 13.2 0.13 8900 8.6 0.39 42 

CD123820XB 12 7.0 ï 13.2 0.30 10000 10.6 0.58 43 

CD243820LB 24 14.0 ï 26.4 0.07 6700 6.3 0.22 36 

CD243820MB 24 14.0 ï 26.4 0.07 8000 7.4 0.34 40 

CD243820HB 24 14.0 ï 26.4 0.09 8900 8.6 0.39 42 

CD243820XB 24 14.0 ï 26.4 0.17 10000 10.6 0.58 43 
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* 38x38x20 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball 

Motor Structure : DC Brushless Motor  

Package : 31 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CDB123828LB 12 7.0 ï 13.2 0.11 8000 9.44 0.39 38 

CDB123828MB 12 7.0 ï 13.2 0.15 10000 12.46 0.63 44 

CDB123828HB 12 7.0 ï 13.2 0.29 13000 16.3 1.02 51 

CDB123828XB 12 7.0 ï 13.2 0.48 15000 19.16 1.37 55 

CDB123828UB 12 7.0 ï 13.2 0.85 17000 20.8 1.67 59 
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* 38x38x28 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball 

Motor Structure : DC Brushless Motor  

Package : 40 g / PC  

Dimension (units:mm) Characteristic Curves 
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* 38x38x48 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 P.B.T 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing : Sleeve or Ball  

Motor Structure : DC Brushless Motor  

Termination : Lead wire 300ǰ 10mm  

Package : 72.4 g / PC  

Dimension (units:mm) Characteristic Curves 

Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Power 

(W) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD123848HBL 12 7~13.2 0.45 5.4 20000 23.48 2.12 59 

CD123848XBL 12 7~13.2 0.7 8.4 23500 27.62 2.94 62.5 

CD123848UBL 12 7~13.2 0.83 9.6 25000 29.28 3.11 64 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD054010LB 5 4.5 ï 5.5 0.14 4000 4.75 0.06 21 

CD054010MB 5 4.5 ï 5.5 0.18 6000 7.24 0.11 26 

CD054010HB 5 4.5 ï 5.5 0.29 8000 9.25 0.20 35 

CD124010MB 12 7.0 ï 13.2 0.10 4000 4.75 0.06 21 

CD124010HB 12 7.0 ï 13.2 0.11 6000 7.24 0.11 26 

CD124010XB 12 7.0 ï 13.2 0.14 8000 9.25 0.20 33 

CD124010UB 12 7.0 ï 13.2 0.18 10000 12.23 0.33 39 

CD244010LB 24 14.0 ï 26.4 0.06 4000 4.75 0.06 21 

CD244010MB 24 14.0 ï 26.4 0.09 8000 9.25 0.20 33 

CD244010HB 24 14.0 ï 26.4 0.09 10000 12.23 0.33 39 
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* 40x40x10 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball 

Motor Structure : DC Brushless Motor  

Package :  20 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD124015LB 12 7.0 ï 13.2 0.11 9000 10.62 0.31 33.5 

CD124015MB 12 7.0 ï 13.2 0.13 10300 11.80 0.38 36 

CD124015HB 12 7.0 ï 13.2 0.17 11000 12.98 0.46 39.5 

 

 

D
C
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l F
a

n
 

* 40x40x15 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball 

Motor Structure : DC Brushless Motor  

Package :  25 g / PC  

Dimension (units:mm) Characteristic Curves 
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D
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a
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* 40x40x15 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 P.B.T 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing : Sleeve or Ball  

Motor Structure : DC Brushless Motor  

Termination : Lead wire 300ǰ 10mm  

Package : 26g / PC  

Dimension (units:mm) Characteristic Curves 

Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Power 

(W) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD124015LBL 12 7~13.2 0.09 1.08 5000 5.6 0.1 24 

CD124015MBL 12 7~13.2 0.1 1.2 6000 6.6 0.14 29.3 

CD124015HBL 12 7~13.2 0.13 1.56 7000 8.2 0.2 33.2 

CD124015XBL 12 7~13.2 0.19 2.28 8300 9.4   0.28 36.8 

CD124015UBL 12 7~13.2 0.24 2.88 9500 11.2 0.36 40.8 

CD124015VBL 12 7~13.2 0.28 3.36 11000 14.6 0.57 42.5 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CDB124020LB 12 7.0 ï 13.2 0.08 8000 9.4 0.35 33 

CDB124020MB 12 7.0 ï 13.2 0.11 10000 11.7 0.55 40 

CDB124020HB 12 7.0 ï 13.2 0.17 12000 14.3 0.79 44 

CDB124020XB 12 7.0 ï 13.2 0.25 14000 16.8 1.08 49 

CDB124020UB 12 7.0 ï 13.2 0.41 16000 19.8 1.44 53 

CDB244020HB 24 14.0 ï 26.4 0.14 12000 14.3 0.79 44 

CDB244020XB 24 14.0 ï 26.4 0.20 14000 16.8 1.08 49 

CDB244020UB 24 14.0 ï 26.4 0.25 16000 19.8 1.44 53 

 

 

D
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* 40x40x20 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball 

Motor Structure : DC Brushless Motor  

Package :  45 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CDB124028LB 12 7.0 ï 13.2 0.14 8000 13.8 0.46 38 

CDB124028MB 12 7.0 ï 13.2 0.26 9500 15.9 0.69 44 

CDB124028HB 12 7.0 ï 13.2 0.35 11000 18.7 0.92 51 

CDB124028XB 12 7.0 ï 13.2 0.55 13000 23.8 1.32 54 

CDB124028UB 12 7.0 ï 13.2 0.64 15000 24.8 1.64 58 

CDB244028LB 24 14.0 ï 26.4 0.10 8000 13.8 0.46 38 

CDB244028MB 24 14.0 ï 26.4 0.15 9500 15.9 0.69 44 

CDB244028HB 24 14.0 ï 26.4 0.20 11000 18.7 0.92 51 

CDB244028XB 24 14.0 ï 26.4 0.27 13000 23.8 1.32 54 

 

 

D
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* 40x40x28 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball 

Motor Structure : DC Brushless Motor  

Package :  58 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CDD124028UB 12 7.0 ï 13.2 1.10 21000 0.83 2.89 62 

CDD124028WB 12 7.0 ï 13.2 1.40 23000 0.89 3.02 64 

 

 

D
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a

n
 

* 40x40x28 mm 

Frame : Plastic  

Impeller : Plastic M aterial UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball 

Motor Structure : DC Brushless Motor  

Package :  50 g / PC  

Dimension (units:mm) Characteristic Curves 
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* 45x45x10 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 P.B.T 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing : Sleeve or Ball  

Motor Structure : DC Brushless Motor  

Termination : Lead wire 300ǰ 10mm  

Package : 17g / PC  

Dimension (units:mm) Characteristic Curves 

Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Power 

(W) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD054510LBL 5 4~5.5 0.15 0.75 5100 8.49 0.12 29 

CD054510MBL 5 4~5.5 0.17 0.85 5500 8.7 0.13 31.5 

CD054510HBL 5 4~5.5 0.24 1.2 6500 10.3 0.19 37 

CD124510LBL 12 7~13.2 0.09 1.08 5100 8.49 0.12 29 

CD124510MBL 12 7~13.2 0.12 1.44 5500 8.7 0.13 31.5 

CD124510HBL 12 7~13.2 0.14 1.68 6500 10.3 0.19 37 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD055010JB 5 4.5 ï 5.5 0.08 3500 6.7 0.05 17 

CD055010LB 5 4.5 ï 5.5 0.12 4500 8.2 0.09 23 

CD055010MB 5 4.5 ï 5.5 0.16 5500 10.5 0.14 29 

CD055010HB 5 4.5 ï 5.5 0.20 6500 12.7 0.18 34 

CD125010JB 12 7.0 ï 13.2 0.05 3500 6.7 0.05 17 

CD125010LB 12 7.0 ï 13.2 0.07 4500 8.2 0.09 23 

CD125010MB 12 7.0 ï 13.2 0.08 5500 10.5 0.14 29 

CD125010HB 12 7.0 ï 13.2 0.10 6500 12.7 0.18 34 

CD245010JB 24 14.0 ï 26.4 0.06 3500 6.7 0.05 17 

CD245010LB 24 14.0 ï 26.4 0.07 4500 8.2 0.09 23 

CD245010MB 24 14.0 ï 26.4 0.08 5500 10.5 0.14 29 

CD245010HB 24 14.0 ï 26.4 0.09 6500 12.7 0.18 34 

CDG244028MB 24 14.0 ï 26.4      

 

D
C
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x
ia

l F
a

n
 

* 50x50x10 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball, FMB 

Motor Structure : DC Brushless Motor  

Package :  32 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CDC125015JB 12 7.0 ï 13.2 0.06 3600 9.91 0.08 24 

CDC125015LB 12 7.0 ï 13.2 0.07 4200 12.2 0.12 27 

CDC125015MB 12 7.0 ï 13.2 0.09 4800 13.2 0.16 30 

CDC125015HB 12 7.0 ï 13.2 0.11 5400 15.0 0.18 32 

CDC125015XB 12 7.0 ï 13.2 0.13 6000 17.0 0.23 36 

CDC245015JB 24 14.0 ï 26.4 0.04 3600 9.91 0.08 24 

CDC245015LB 24 14.0 ï 26.4 0.05 4200 12.2 0.12 27 

CDC245015MB 24 14.0 ï 26.4 0.06 4800 13.2 0.16 30 

CDC245015HB 24 14.0 ï 26.4 0.07 5400 15.0 0.18 32 

CDC245015XB 24 14.0 ï 26.4 0.08 6000 17.0 0.23 36 

 

 

D
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* 50x50x15 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperatu re Range : -10ʕ ~ +70ʕ 

Bearing :  Ball, FMB 

Motor Structure : DC Brushless Motor  

Package :  38 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD125020IB 12 7.0 ï 13.2 0.10 4000 10.1 0.10 24 

CD125020JB 12 7.0 ï 13.2 0.13 4800 12.7 0.14 28 

CD125020LB 12 7.0 ï 13.2 0.15 5600 14.8 0.18 32 

CD125020MB 12 7.0 ï 13.2 0.21 6400 17.6 0.25 36 

CD125020HB 12 7.0 ï 13.2 0.21 7000 20.3 0.30 38 

CD245020IB 24 14.0 ï 26.4 0.07 4000 10.0 0.10 24 

CD245020JB 24 14.0 ï 26.4 0.08 4800 12.7 0.14 28 

CD245020LB 24 14.0 ï 26.4 0.10 5600 14.8 0.18 32 

CD245020MB 24 14.0 ï 26.4 0.12 6400 17.6 0.25 36 

CD245020HB 24 14.0 ï 26.4 012 7000 20.3 0.30 38 

 

 D
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l F
a
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* 50x50x20 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball, FMB 

Motor Structure : DC Brushless Motor  

Package :  40 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD056010LB 5 4.5 ï 5.5 0.30 3500 14.3 0.08 28 

CD056010MB 5 4.5 ï 5.5 0.38 4200 17.1 0.12 33 

CD056010HB 5 4.5 ï 5.5 0.42 4900 19.9 0.16 37 

CD126010LB 12 7.0 ï 13.2 0.14 3500 14.3 0.08 28 

CD126010MB 12 7.0 ï 13.2 0.17 4200 17.1 0.12 33 

CD126010HB 12 7.0 ï 13.2 0.20 4900 19.9 0.16 37 

CD246010LB 24 14.0 ï 26.4 0.05 3500 14.3 0.08 28 

CD246010MB 24 14.0 ï 26.4 0.08 4200 17.1 0.12 33 

CD246010HB 24 14.0 ï 26.4 0.10 4900 19.9 0.16 37 

 

 

D
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l F
a
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* 60x60x10 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball, FMB 

Motor Structure : DC Brushless Motor  

Package :  37 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Power 

(W) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD056010LBL 5 4~5.5 0.26 1.3 3800 17.3 0.08 33 

CD126010LBL 12 7~13.2 0.14 1.68 3800 17.3 0.08 33 

CD126010MBL 12 7~13.2 0.17 2.04 4500 21 0.12 38 

CD126010HBL 12 7~13.2 0.24 2.88 5200 23.3 0.16 41 

 

 

D
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l F
a
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* 60x60x10 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 P.B.T 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing : Sleeve or Ball  

Moto r Structure : DC Brushless Motor  

Termination : Lead wire 300ǰ 10mm  

Package : 26g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD126015JB 12 7.0 ï 13.2 0.06 3000 15.0 0.09 24 

CD126015LB 12 7.0 ï 13.2 0.08 3500 19.0 0.14 29 

CD126015MB 12 7.0 ï 13.2 0.10 4000 21.7 0.16 32 

CD126015HB 12 7.0 ï 13.2 0.12 4500 23.1 0.18 35 

CD126015XB 12 7.0 ï 13.2 0.17 5000 26.5 0.23 37 

CD246015LB 24 14.0 ï 26.4 0.08 3500 19.0 0.14 29 

CD246015MB 24 14.0 ï 26.4 0.07 4000 21.7 0.16 32 

CD246015HB 24 14.0 ï 26.4 0.08 4500 23.1 0.18 35 

CD246015XB 24 14.0 ï 26.4 0.11 5000 26.5 0.23 37 

 

 

D
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* 60x60x15 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball, FMB 

Motor Structure : DC Brushless Motor  

Package :  44 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD126020JB 12 7.0 ï 13.2 0.07 3200 13.5 0.12 24 

CD126020LB 12 7.0 ï 13.2 0.09 3600 14.8 0.15 26 

CD126020MB 12 7.0 ï 13.2 0.11 4000 16.4 0.19 29 

CD126020HB 12 7.0 ï 13.2 0.13 4400 18.1 0.23 31 

CD126020XB 12 7.0 ï 13.2 0.17 4800 19.6 0.27 33 

 

 

D
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a
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* 60x60x20 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball, FMB 

Motor Structure : DC Brushless Motor  

Package :  50 g / PC  

Dimension (units:mm) Characteristic Curves 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

30  



Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Power 

(W) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD126020LBL 12 7~13.2 0.08 0.96 3000 17.0 0.09 26 

CD126020MBL 12 7~13.2 0.11 1.32 3600 20 0.13 30 

CD126020HBL 12 7~13.2 0.16 1.92 4200 22.9 0.17 35 

CD126020XBL 12 7~13.2 0.28 3.36 5300 29.1 0.28 41 

CD246020LBL 24 12~26.4 0.04 0.96 3000 17.0 0.09 26 

CD246020MBL 24 12~26.4 0.07 1.68 3600 20 0.13 30 

CD246020HBL 24 12~26.4 0.08 1.92 4200 22.9 0.17 35 
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a
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* 60x60x20 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 P.B.T 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing : Sleeve or Ball  

Motor Structure : DC Brushless Motor  

Termination : Lead wire 300ǰ 10mm  

Package : 44g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD126025JB 12 7.0 ï 13.2 0.10 3100 14.1 0.10 26 

CD126025LB 12 7.0 ï 13.2 0.12 3600 18.5 0.14 31 

CD126025MB 12 7.0 ï 13.2 0.16 4250 21.5 0.19 34 

CD126025HB 12 7.0 ï 13.2 0.35 5000 25.6 0.26 40 

CD126025XB 12 7.0 ï 13.2 0.40 6800 34.8 0.51 47 

CD246025JB 24 14.0 ï 26.4 0.06 3100 14.1 0.10 26 

CD246025LB 24 14.0 ï 26.4 0.08 3600 18.5 0.14 31 

CD246025MB 24 14.0 ï 26.4 0.11 4250 21.5 0.19 34 

CD246025HB 24 14.0 ï 26.4 0.20 5000 25.6 0.26 40 

CD246025XB 24 14.0 ï 26.4 0.25 6800 34.8 0.51 47 

CD486025MB 48 28.0 ï 56.0 0.07 4250 21.5 0.19 34 

CD486025HB 48 28.0 ï 56.0 0.12 5000 25.6 0.26 40 

CD245010HB 24 14.0 ï 26.4 0.09 6500 12.7 0.18 35 

 

D
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* 60x60x25 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball, FMB. Sleeve 

Motor Structure : DC Brushless Motor  

Package :  60 g / PC  

Dimension (units:mm) Characteristic Curves 
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D
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* 60x60x25 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 P.B.T 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing : Sleeve or Ball  

Motor Structure : DC Brushless Motor  

Termination : Lead wire 300ǰ 10mm  

Package : 56g / PC  

Dimension (units:mm) Characteristic Curves 

Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Power 

(W) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD126025XBL 12 7~13.2 0.42 5.04 8500 40.6 0.69 47 

CD126025UBL 12 7~13.2 0.63 7.56 9500 45.4 0.87 49.5 

CD126025WBL 12 7~13.2 0.9 10.8 10500 50.2 1.09 51.5 

CD246025HBL 24 12~26.4 0.075 1.8 5100 24.5 0.37 36 

CD246025XBL 24 12~26.4 0.11 2.64 6500 31.2 0.46 41 

CD246025UBL 24 12~26.4 0.41 9.84 10500 50.2 1.09 51.5 

CD486025HBL 48 24~56 0.055 2.64 5100    24.5 0.37 36 

CD486025XBL 48 24~56 0.08 3.84 6800 32.7 0.49 42 

CD486025UBL 48 24~56 0.24 11.52 10500 50.2 1.09 51.5 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD126038IB 12 7.0 ï 13.2 0.52 8000 43.1 0.90 51 

CD126038JB 12 7.0 ï 13.2 0.68 9000 .50.8 1.19 54 

CD126038LB 12 7.0 ï 13.2 1.00 10000 55.2 1.41 57 

CD126038MB 12 7.0 ï 13.2 1.38 12000 67.3 2.07 62 

CD246038LB 24 14.0 ï 26.4 0.22 8000 43.1 0.09 51 

CD246038MB 24 14.0 ï 26.4 0.40 9000 50.8 1.19 54 

CD246038HB 24 14.0 ï 26.4 0.53 10000 55.2 1.41 57 

CD246038XB 24 14.0 ï 26.4 0.75 12000 67.3 2.07 62 
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* 60x60x38 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball, 

Motor Structure : DC Brushless Motor  

Package :  145 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD126056HB 12 7.0 ï 13.2 1.00 14500 45.76 2.63 63 

CD126056XB 12 7.0 ï 13.2 1.45 17000 53.82 3.89 69 

 

 

D
C

 A
x
ia

l F
a
n

 

* 60x60x56 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball, 

Motor Structure : DC Brushless Motor  

Package :  180 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Power 

(W) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD057010LBL 5 4~5.5 0.16 0.80 2300 14.9 0.09 20.5 

CD057010MBL 5 4~5.5 0.20 1.00 2700 17.5 0.11 24 

CD057010HBL 5 4~5.5 0.27 1.35 3100 20.1 0.12 27 

CD127010LBL 12 7~13.2 0.13 1.56 3700 23.9 0.15 31 

CD127010MBL 12 7~13.2 0.17 2.04 4300 27.8 0.17 34.5 

CD127010HBL 12 7~13.2 0.24 2.88 4800 31 0.19 37 

 

 

D
C

 A
x
ia

l F
a

n
 

* 70x70x10 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 P.B.T 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing : Sleeve o r Ball 

Motor Structure : DC Brushless Motor  

Termination : Lead wire 300ǰ 10mm  

Package : 35g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD127015JB 12 7.0 ï 13.2 0.10 2800 21.1 0.09 27 

CD127015LB 12 7.0 ï 13.2 0.12 3300 25.7 0.13 31 

CD127015MB 12 7.0 ï 13.2 0.17 3800 29.6 0.17 35 

CD127015HB 12 7.0 ï 13.2 0.25 4300 33.5 0.22 39 

CD247015MB 24 14.0 ï 26.4 0.10 3800 29.6 0.17 35 

CD247015HB 24 14.0 ï 26.4 0.12 4300 33.5 0.22 39 

 

 

D
C

 A
x
ia

l F
a

n
 

* 70x70x15 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball, 

Motor Structure : DC Brushless Motor  

Package :  74 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD127025LB 12 7.0 ï 13.2 0.07 3000 30.0 0.15 27 

CD127025MB 12 7.0 ï 13.2 0.09 3600 35.6 0.22 32 

CD127025HB 12 7.0 ï 13.2 0.13 4000 39.9 0.27 37 

CD127025UB 12 7.0 ï 13.2 0.16 5500 54.8 0.50 45 

CD247025LB 24 14.0 ï 26.4 0.05 3000 30.0 0.15 27 

CD247025MB 24 14.0 ï 26.4 0.06 3600 35.6 0.22 32 

CD247025HB 24 14.0 ï 26.4 0.08 4000 39.9 0.27 37 

CD247025XB 24 14.0 ï 26.4 0.35 5500 54.8 0.50 45 

CD487025LB 48 28.0 ï 56.0 0.04 3000 30.0 0.15 27 

CD487025MB 48 28.0 ï 56.0 0.05 3600 35.6 0.22 32 

CD487025HB 48 28.0 ï 56.0 0.07 4000 39.9 0.27 37 

 

 D
C

 A
x
ia

l F
a

n
 

* 70x70x25 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball, Sleeve bearing  

Motor Structure : DC Brushless Motor  

Package :  74 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD128015JB 12 7.0 ï 13.2 0.06 2400 22.0 0.05 25 

CD128015LB 12 7.0 ï 13.2 0.10 2700 27.5 0.09 30 

CD128015MB 12 7.0 ï 13.2 0.12 3100 31.5 0.10 32 

CD128015HB 12 7.0 ï 13.2 0.16 3600 37.6 0.15 36 

CD128015XB 12 7.0 ï 13.2 0.30 4500 45.2 0.21 43 

CD248015JB 24 14.0 ï 26.4 0.04 2400 22.0 0.05 25 

CD248015LB 24 14.0 ï 26.4 0.06 2700 27.5 0.09 30 

CD248015MB 24 14.0 ï 26.4 0.08 3100 31.5 0.10 32 

CD248015HB 24 14.0 ï 26.4 0.10 3600 37.6 0.15 36 

 

 

D
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l F
a
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* 80x80x15 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball, Sleeve bearing  

Motor Structure : DC Brushless Motor  

Package :  54 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD128020JB 12 7.0 ï 13.2 0.13 2400 27.4 0.09 25 

CD128020LB 12 7.0 ï 13.2 0.16 2700 31.2 0.11 29 

CD128020MB 12 7.0 ï 13.2 0.18 3100 36.9 0.15 34 

CD128020HB 12 7.0 ï 13.2 0.24 3400 40.5 0.18 36 

CD128020UB 12 7.0 ï 13.2 0.30 4300 51.2 0.28 43 

CD248020JB 24 14.0 ï 26.4 0.07 2400 27.4 0.09 25 

CD248020MB 24 14.0 ï 26.4 0.12 3100 36.9 0.15 34 

CD248020XB 24 14.0 ï 26.4 0.20 4300 51.2 0.28 43 

 

 

D
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x
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l F
a
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* 80x80x20 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball, Sleeve bearing  

Motor Structure : DC Brushless Motor  

Package :  76 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD128025HB 12 7.0 ï 13.2 0.32 4300 50.5 0.27 43 

CD128025XB 12 7.0 ï 13.2 0.50 5000 60.0 0.38 48 

CD128025UB 12 7.0 ï 13.2 0.50 5700 74.3 0.38 50 

CD248025MB 24 14.0 ï 26.4 0.16 3600 42.4 0.20 38 

CD248025HB 24 14.0 ï 26.4 0.23 4300 50.5 0.27 43 

CD248025XB 24 14.0 ï 26.4 0.25 5000 60.0 0.38 48 

CD488025HB 48 28.0 ï 56.0 0.09 3600 42.4 0.20 38 

CD488025XB 48 28.0 ï 56.0 0.20 4300 50.5 0.27 43 

CD488025UB 48 28.0 ï 56.0 0.21 5000 60.0 0.38 48 

 

 

D
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* 80x80x25 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball, 

Motor Structure : DC Brushless Motor  

Package :  80 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CDD128025MB 12 12.7 ï 13.2 0.65 5000 69.9 0.26 45 

CDD128025HB 12 12.7 ï 13.2 0.81 5500 74.3 0.27 48 

CDD128025XB 12 12.7 ï 13.2 1.00 6500 83.6 0.38 57 

CDD248025MB 24 14.0 ï 26.4 0.32 5000 69.9 0.26 45 

CDD248025HB 24 14.0 ï 26.4 0.45 5500 74.3 0.27 48 

CDD248025XB 24 14.0 ï 26.4 0.51 6500 83.6 0.38 57 

CDD488025MB 48 28.0 ï 56.0 0.19 5000 69.9 0.26 49 

CDD488025HB 48 28.0 ï 56.0 0.29 5500 74.3 0.27 51 

CDD488025XB 48 28.0 ï 56.0 0.60 6500 83.6 0.38 57 

 

 

D
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a
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* 80x80x25 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :Ball bear ing/Sleeve bearing  

Motor Structure : DC Brushless Motor  

Package :  82 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD128032JB 12 7.0 ï 13.2 0.15 3000 38.2 0.20 31 

CD128032LB 12 7.0 ï 13.2 0.20 4000 49.7 0.35 39 

CD128032MB 12 7.0 ï 13.2 0.35 4800 60.4 0.45 45 

CD128032HB 12 7.0 ï 13.2 0.50 5500 69.1 0.61 48 

CD128032XB 12 7.0 ï 13.2 0.80 6800 86.7 0.89 54 

CD248032JB 24 14.0 ï 26.4 0.35 4800 60.4 0.45 45 

CD248032LB 24 14.0 ï 26.4 0.50 5500 69.1 0.61     48 

CD248032MB 24 14.0 ï 26.4 0.75 7000 89.2 0.98     55 

 

 

D
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l F
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n
 

* 80x80x32 mm 

Frame : Plastic  

Impeller : Plastic Materi al UL94V-0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball,  

Motor Structure : DC Brushless Motor  

Package :  120 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Power 

(W) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD128032LBL 12 7~13.2 0.35 4.2 6600 57.3 0.80 49.6 

CD128032MBL 12 7~13.2 0.45 5.4 7600 66.8 1.20 53.5 

CD128032HBL 12 7~13.2 0.65 7.8 8600 75.4 1.26 56.7 

CD128032XBL 12 7~13.2 0.8 9.6 9600 85.0 1.52 58.6 

CD128032UBL 12 7~13.2 1.24 14.88 11000 98.6 1.85 61.9 

CD248032LBL 24 12~26.4 0.18 4.32 6600 57.3 0.80 49.6 

CD248032MBL 24 12~26.4 0.26 6.24 7600 66.8 1.20 53.5 

CD248032HBL 24 12~26.4 0.34 8.16 8600    75.4 1.26 56.7 

CD248032XBL 24 12~26.4 0.42 10.08 9600 85.0 1.52 58.6 

CD248032UBL 24 12~26.4 0.70 16.8 11000 98.6 1.85 61.9 

 

 

D
C

 A
x
ia

l F
a

n
 

* 80x80x32 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 P.B.T 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing : Sleeve or Ball  

Motor Structure : DC Brushless Motor  

Termination : Lead wire 300ǰ 10mm  

Package : 150.6 g / PC  

Dimension (units:mm) Characteristic Curves 
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Model 
Voltage 

(V) 

Operating Voltage 

Range(VDC) 

Current 

(A) 

Speed 

(RPM) 

Air Flow 

(CFM) 

Pressure 

(in-H2O) 

Noise 

(dB) 

CD128038HB 12 7.0 ï 13.2 1.00 6100 84.8 0.89 56 

CD128038XB 12 7.0 ï 13.2 1.50 7500 105.5 1.36 62 

CD128038UB 12 7.0 ï 13.2 2.70 9000 130.0 2.00 66 

CD248038HB 24 14.0 ï 26.4 0.45 6100 84.8 0.89 56 

CD248038XB 24 14.0 ï 26.4 0.82 7500 105.5 1.36 62 

CD248038UB 24 14.0 ï 26.4 1.40 9000 130.0 2.00 66 

CD488038HB 48 28.0 ï 56.0 0.51 6100 84.8 0.89     56 

CD488038XB 48 28.0 ï 56.0 0.58 7500 105.5 1.36     62 

CD488038UB 48 28.0 ï 56.0 0.90 9000 130.0 2.00 66 
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* 80x80x38 mm 

Frame : Plastic  

Impeller : Plastic Material UL94V -0 

Ambient  Temperature Range : -10ʕ ~ +70ʕ 

Bearing :  Ball,  

Motor Structure : DC Brushless Motor  

Package :  120 g / PC  

Dimension (units:mm) Characteristic Curves 
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